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SPECIFICATIONS  

Basic Functions Range Best Accuracy 

Wind Speed Measurement 2-10m/s 
10-30m/s 

(3%+5) 
(3%+8)  

Wind Count Measurement (CMM) 0.001~9999x10  

Wind Count Measurement (CFM) 0.001~9999x10  

Temperature 
Measureme
nt 

The Temperature of 
Mainframe 

0~40°C 
(32°F~104°F) 

3°C 
( 4°F) 

Temperature 
Measureme
nt 

The Temperature of 
Mainframe 

0~40°C 
(32°F~104°F) 

3°C 
( 4°F) 

Special Functions     

Data Hold VEL/FLOW 
 

Wind Speed/Wind Count Display         
 

Max / Min         
 

Sleep Mode Around 10 Minutes  
 

Units Switch         
 

Auto Record Time Setup         
 

Low Battery Display         
 

Display Backlight         
 

USB         
 

GENERAL CHARACTERISTICS  
Power 9V Alkaline Battery 
LCD Size  57 x 37mm 
Product Colour Red and Grey 
Product Net Weight 375g 
Product Size 162 x 78 x 30mm 
Standard Accessories English Manual, Carrying Bag, USB Interface Cable, Software 
Standard Individual Packing Gift Box 
Standard Quantity Per Carton 40pcs 
Standard Carton Measurement 530 x 420 x 365mm (0.081 CBM Per Standard Carton) 

 

 

 


