UNI-T

UTS520 SERIES
Safety Testers

LUITS27 » WuJlTo28

CATII EN:61010-1
(306v) EN:61326-1
mUT528
SPECIFIC
Best Accuracy
Model uTsar
Test Voltage 500V J
Class | PASS Value MO 20 1MQ
iass || PASS V M ™
Insulation Resistance (Q) gord‘PASSS\?a:. ;‘g :g IMg
Test Curront (R=500KQ). >1mA v
Short-Circut Current <3ImA J
Class | PASS Value 020 10 030
G y " Cord PASS Value 020 £0 030
Rasa @ Test Current >200mA ( R<20 ) J
Measunng Voltage(DC) sV J
Correct Wiring v Cord Faunt J
Cord Test Open Circutt, Short Cirouit,
Reverse Polarty # o Fauk
Tost Voitago AC220V $10%
Normat Show'INV, LE v, NEV* q
T
L) Totre Oft Ground Show'LN ¢, LE X, NE X ¥
Out Zero Line Show'LN=, LE J, NEX J
Features
Display Count 1099
Auto Power Off J
Low Battery Indication J
[Range Best Accuracy
Model uTs2s
Test Voitage 500V J
Insulation Resistance (Q) (:3!2(;:1;99’#0 (R=500KQ) >1mA 2(5%+2)
Shoet-Circutt Current <3mA J
0 000~18 880 2(5%+2)
Ground Resistance(Q) Test Current >200mA ( R<20 ) ¢
Measuring Voitage(DC) sV
Correct Wining v Cood v
Cord Test Open Circuit, Short Circut X Fai
Reverse Polanty Y
Test Voltage AC 220V £10%
Normat Show'LN /. LE Vv, NE/*
T
OWwi Torne Of Ground Show'LN v, LEX. NE X'
Out Zero Line Show'LNx=., LE J, NEX J
0.10~10.5mA 2(5%+2)
Leakage Test Tost Voitage S0Vims v
Measunng Frequency(AC) S0Hz
Features
Display Count 1999
Auto Power Off ‘

Low Battery Incication

GENERAL CHARACTERISTICS

Power

LCD Saeo

Product Color

Product Net Weight

Product Sze

Standard Accessories
Standard Individusl Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

1.5V Batterias (LR14) =8
138mm = 47mm

Red and Groy

9709

210mm = 178mm = 90mm

4 PCs

11Kg

Battories Test Cord, ASgator Cip
Gift Box, Engksh Manual, Tool Box

510mm = 330mm = 330mm (0.056CBM Per Standard Carton)




